
APPENDIX C.  ALLOWABLE RATE OF EMISSIONS FOR INDIRECTLY FIRED
FUEL-BURNING UNITS [REVOKED]

Maximum Heat Input In Million                    Allowable Particulate Matter

British Thermal Units (MMBTU)               Emissions In Pounds Per 

Per Hour (X) Million British Thermal Units (E)

      10 or less 0.60

      20 0.51

      30 0.46

      40 0.43

      50 0.41

      60 0.39

      70 0.38

      80 0.37

      90 0.36

     100 0.35

     110 0.34

     130 0.33

     150 0.32

     170 0.31

     190 0.30

     220 0.29

     270 0.28

     310 0.27

     360 0.26

     430 0.25

     510 0.24

     610 0.23

     740 0.22

     910 0.21

  1,080 0.20

  1,290 0.19

  1,550 0.18

  1,890 0.17

  2,330 0.16

  2,910 0.15

  3,690 0.14

  4,760 0.13

  6,280 0.12

  8,500 0.11

10,000 or more 0.10

Allowable emissions may be calculated by use of the following formulas:

     E = 1.042808X-0.238561  (for values for X greater than 10 MMB TU but less than  1,000  MM BTU) or

     E = 1.6X-0.30103 (for values for X greater than or equal to 1,000 MMB TU but less than 10,000 M MB TU).

 Where:

E = the particulate matter emission limit in pounds per MM BTU input and

X = the maximum heat input in MMBT U per hour.   


