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Exhibit 8-4.  RCRA Requirements for Hazardous Waste Generators

Requirement

Category of Hazardous Waste Generator

Conditionally Exempt Small
Quantity Generator

(CESQG)

Small Quantity 
Generator 

(SQG)

Large Quantity 
Generator 

(LQG)

General Requirements

Determination of whether
waste Is hazardous Required Required Required

USEPA I.D. Number Not federally required Required

Personnel training Not federally required
Employees must be familiar
with proper waste handling
and emergency procedures

Hazardous waste handling
training required for all
employees

Contingency planning and
emergency procedures Not federally required Basic plan required

Full plan required
[40 CFR§262.34(a)(4)]

Waste Storage Requirements

On-site storage quantity limit #2,200 lbs (1,000 kg) #13,200 lbs (6,000 kg) No limit

On-site storage time limita No limit
180 days or #200 days if
TSDF is over 200 miles
awayb

#90 daysb

Satellite accumulation of
waste Not applicable #55 gallons #55 gallons

Storage maintenance
requirements Not federally required

Basic requirements with
technical standards under
Part 265 for storage tanks
and containers

Full compliance with
management tanks,
containers, and drip pads

Transporting Requirements

Packaging, labeling,
marking, and placarding
requirements

Not federally required In accordance with
applicable DOT regulations

In accordance with
applicable DOT regulations

Uniform hazardous waste
manifest Not federally required Required Required

Exception reports Not federally required
Report missing manifest
return copy within 60 days of
transporter accepting

Contact transporter and
TSDF within 35 days of
transporter accepting waste
to determine status; submit
report within 45 days

Type of facility required for
off-site management of
waste

No solid waste facilities 
permitted for CESQG's;RCRA
permitted/interim status
hazardous waste facility
check with DEQ.

RCRA permitted/interim
status hazardous waste
facility

RCRA permitted/interim
status hazardous waste
facility

 Land disposal notification
requirement Not federally required Required Required

acoulter
Typewritten Text
 Required
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Recordkeeping Requirements

Copy of manifests Not federally required Maintain copies for 3 years Maintain copies for 3 years

Copies of biennial report Not federally required Not federally required
Maintain copies for 3 years
(40 CFR 262.41)

Records of waste analyses Not federally required
Maintain for 3 years after last
shipment of waste

Maintain for 3 years after last
shipment of waste

Source: USEPA, 1996c
a This period precludes a generator from being regulated as a hazardous waste treatment, storage, and disposal facility (TSDF),
which is required to adhere to a separate, more stringent set of federal and state regulations (USEPA, 1996c).
b Storage must occur in tanks or containers only.

LQGs have only a 90-day window to ship wastes off-site without needing a RCRA TSDF permit. 
Most provisions of 40 CFR 264 and 265 (for hazardous waste TSDFs) do not apply to generators who send
their wastes off-site within the applicable window (USEPA, 1996b).

In the case where a fabricare facility produces varying amounts of hazardous waste each month,
USEPA has established episodic generator status.  For example, a facility may be considered an SQG
(non-exempt waste) one month and a CESQG (exempt waste) the next month, based on varying levels of
hazardous waste production.  If an episodic generator mixes waste produced from varying months (e.g.,
exempt and non-exempt waste), the waste and the facility are held to the most stringent standards of the
regulated non-exempt waste (SQG or LQG).  However, if the waste is stored and managed separately at the
facility, the generator may manage the waste streams separately, according to the applicable standards
under which they were produced (56 FR 10153; March 24, 1986).

8.4.3 Underground Storage Tanks

In addition to the provisions regarding hazardous waste management and disposal, RCRA contains
requirements regarding the management of underground storage tanks (USTs).  A regulated underground
storage tank is defined as a tank or combination of tanks and underground connected piping that have at
least 10% of their volume underground and which are, were, or may have been used to contain petroleum,
hazardous, or other regulated substances (MDEQ, 1996). Facilities that store clothes cleaning chemicals in
USTs may be required to protect the tanks from corrosion and equip them with devices to prevent spills
and overfills, as well as corrosion protection.  The USTs must also have leak detection equipment that
provides monitoring data every 30 days (40 CFR§265.190-196) (USEPA, 1995, 1996a).




