[image: Oklahoma Department of Environmental Quality]DEPARTMENT OF ENVIRONMENTAL QUALITY
MONTHLY OPERATIONAL REPORT
PURCHASE WATER SYSTEM CHLORINE RESIDUAL

	   	  		     	   	  		     	   	  		     	   	  		     	   	     	   	      
System				     PWS ID                                             Address                                             City                                                   Zip                        Month
	Date
	Chlorine Residual (ppm)
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Select one: Free Chlorine       Total Chlorine I hereby certify the above to be correct to the best of my knowledge.

Signed: 													     
Printed Name: 						 					
Title: 							 							 
Oper. Cert. No. (if applicable): 				 						  
Instructions:
Please note: you are required to maintain a minimum free chlorine residual concentration of 0.2 ppm or a minimum total chlorine residual concentration of 1 ppm.
1) Measure the chlorine residual at one (1) Point of Connection once daily and record the result.
· The Point of Connection is the master meter or where the purchase system connects to the wholesale system.
· If your system has more than one master meter/Point of Connection, alternate which master meter/Point of Connection the chlorine residual is taken at each day.
2) [bookmark: _GoBack](Optional) Measure the chlorine residual at two (2) points in the distribution system once daily and record both results daily.
3) Mail original before the 10th of the following month to the Department of Environmental Quality, Water Quality Division P.O. Box 1677, Oklahoma City, OK 73101-1677
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