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APPENDIX A.  CLASSIFICATION OF COMMUNITY AND NON-TRANSIENT,
NON-COMMUNITY WATER SYSTEMS, WASTEWATER SYSTEMS

AND LABORATORIES (OAC 252:710-3-33) [NEW]

Required

Classification

for Operator

Laboratories Waterworks Wastewater Works

Class A

Required for supervision of

lab o ra to r ie s  u s in g  g as

c h r o m a t o g r a p h y ,  m a s s

spectrometry and atomic

a b s o r p t i o n  o r  s im i l a r

i n s t r u m e n t a t i o n  p l u s

requirements for Class B and

C.

Required for:

(1) Water treatment plants, distribution

systems, or chlorinated groundwater

systems serving populations greater

than 50,000; and or

(2) All water treatment plants classified

as an “A” facility by complexity by

DEQ.

Required for:

(1) Wastewater works and/or collection

systems serving populations greater

than 50,000; and or

(2) All wastewater works classified as

an “A” facility by complexity by

DEQ.

Class B

Required for supervision of

bacteriological testing plus

requirements for Class C. 

Required for:

(1) Water treatment plants, distribution

systems or chlorinated groundwater

systems serving populations between

greater than 15,000 and up to and

including 50,000; and or

(2) All water treatment plants classified

as a “B” facility by complexity by

DEQ.

Required for:

(1) Wastewater works and/or collection

systems serving populations between

 greater than 15,000 and up to and

including 50,000; and or

(2) All wastewater works classified as a

“B” facility by complexity by DEQ.

Class C

Required for supervision of

process control testing for:

(1) Wastewater:  BOD, TSS,

pH, Residual Chlorine,

COD, DO, Ammonia, Oil

and Grease; and/or

(2) Water:  pH, Residual

C h lo r ine ,  T urb id i ty ,

Alkalinity, H ardness,

Stability and Fluoride

Required for:

(1) Water treatment plants, distribution

system s,  and  chlorinated  or

nonchlorinated groundwater systems

serving populations greater than

1,500 and less than  up to and

including 15,000;

(2) Surface water treatment plants

serving a population of 15,000 or

less; and 

(3) Groundwater systems utilizing any

form of chemical treatment other than

chlorination for disinfection only;

and or

(4) Water treatment plants classified as a

“C” facility by complexity by the

DEQ.

Required for:

(1) Wastewater works and/or collection

system facilities serving populations

between greater than 1,500 and up to

and including 15,000; and

(2) Discharging wastewater facilities

serving 15,000 or less; and or

(3) Wastewater works classified as a

“C” facility by complexity by DEQ.
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Class D N/A

Required for distribution systems or

chlorinated groundwater systems serving

populations of 1,500 or less.

Required for total retention lagoons

and/or collection systems serving

populations of less than 1,500 or less.
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