
Well Sites* 

 
*case-by-case determinations may be requested for samples not meeting the criteria listed.  

Pre-Construction/ 

Pre-Modification? 

No 

Yes 

Amine 

Unit 

Glycol 

Dehydrator 

Hydrocarbon 

Storage 

Tanks 

May use a representative 

facility sample for the inlet 

gas composition and H2S. 

Well Site 

Equipment 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Shall use a facility-specific 

sample for the inlet gas 

composition and H2S. 
 

Pre-Construction/ 
Pre-Modification? 

No 

May use a representative 

facility sample for the inlet 

gas composition. 

Shall conduct facility-specific 

sampling of inlet gas 

composition. 
 

May use a representative 

facility sample for the 

gas composition. 

Is the representative 

facility w/in 10 miles of 

and producing from the 

same formation as the 

actual facility? 

May assume 100% VOC 

for liquid components. 

Yes 

Shall use a 

facility-

specific 

sample for 

the 

composition. 

Fugitive 

Equipment 

Leaks 

Yes 

No 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Does the representative facility meet all of the 

following criteria compared to the actual facility? 

 W/in 10 miles of and producing from the 

same formation(s). 

 Sales oil API Gravity w/in ± 5°. 

 Representative sample taken at or before last 

stage of separation of actual facility, 

comparatively. 

 Sample point temperature w/in ± 20°C. 

 Sample point pressure > ½ the actual facility 

if actual facility operates < 30 psig. 

 Sample point pressure w/in ± 20 psig if 

actual facility operates ≥ 30 psig. 

 

Are any of the following 

exceeded? 

 4.0 TPY VOC, per tank, if 

not controlled with a 

combustion device. 

 80 TPY VOC at true 

minor and synthetic 

minor facilities, facility-

wide emissions, where 

storage tank and loading 

emissions are > 50% of 

facility-wide emissions. 

 200 TPY VOC at major 

facilities, facility-wide. 

 8 TPY single HAP or 20 

TPY total HAP, 

excluding engine HAPs. 

Does the actual facility meet any of 

the following criteria? 

 Oil throughput < 10 bbl/day. 

 Oil throughput < 1,200 bbl/day 

with tank emissions reduced by 

95% or greater with a VRU 

and/or combustion device. 

No Yes 

No Yes 

Shall use a facility-

specific sample for the 

liquid composition. 

No 

Yes 

May use a representative 

facility sample for the 

liquid composition based 

on the preceding criteria. 

May use 

representative 

facility sample 

for the liquid 

composition 

without any 

required 

criteria. 



Natural Gas Gathering Compressor Station* 

 
*case-by-case determinations may be requested for samples not meeting the criteria listed.  

Pre-Construction/ 

Pre-Modification? 

No 

Yes 

Amine 

Unit 

Glycol 

Dehydrator 

Hydrocarbon 

Storage 

Tanks 

May use a representative 

facility sample for the inlet 

gas composition and H2S. 

Compressor Station 

Equipment (Gathering) 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Shall use a facility-specific 

sample for the inlet gas 

composition and H2S. 
 

Pre-Construction/ 
Pre-Modification? 

No 

May use a representative 

facility sample for the inlet 

gas composition. 

Shall conduct facility-specific 

sampling of inlet gas 

composition. 
 

May use a representative 

facility sample for the 

gas composition. 

Is the representative 

facility w/in 10 miles of 

the actual facility? 

May assume 100% VOC 

for liquid components. 

Yes 

Shall use a 

facility-

specific 

sample for 

the 

composition. 

Fugitive 

Equipment 

Leaks 

Yes 

No 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Does the representative facility meet all of the 

following criteria compared to the actual facility? 

 W/in 10 miles of and producing from the 

same formation(s). 

 Sales oil API Gravity w/in  

± 5°.  

 Representative sample taken at or before last 

stage of separation of actual facility, 

comparatively. 

 Sample point pressure > ½ the actual facility 

if actual facility operates < 30 psig. 

 Sample point pressure w/in ± 20 psig if 

actual facility operates ≥ 30 psig. 

Are any of the following exceeded? 

 4.0 TPY VOC, per tank, if not 

controlled with a combustion 

device. 

 80 TPY VOC at true minor and 

synthetic minor facilities, 

facility-wide emissions, where 

storage tank and loading 

emissions are > 50% of facility-

wide emissions. 

 200 TPY VOC at major 

facilities, facility-wide. 

 8 TPY single HAP or 20 TPY 

total HAP, excluding engine 

HAPs. 

Does the actual facility meet any 

of the following criteria? 

 Oil throughput < 10 bbl/day. 

 Oil throughput < 1,200 

bbl/day with tank emissions 

are reduced by 95% or 

greater with a VRU and/or 

combustion device. 

No Yes 

No Yes 

Shall use a facility-

specific sample for the 

liquid composition. 

Yes 

No 

May use a representative 

facility sample for the 

liquid composition based 

on the preceding criteria. 

May use 

representative 

facility sample 

for the liquid 

composition 

without any 

required 

criteria. 



Natural Gas Transmission Compressor Station* 

 
*case-by-case determinations may be requested for samples not meeting the criteria listed.  

Pre-Construction/ 

Pre-Modification? 

No 

Yes 

Amine 

Unit 

Glycol 

Dehydrator 

Hydrocarbon 

Storage 

Tanks 

May use a representative 

facility sample for the inlet 

gas composition and H2S. 

Compressor Station 

Equipment (Transmission) 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Shall use a facility-specific 

sample for the inlet gas 

composition and H2S. 
 

Pre-Construction/ 
Pre-Modification? 

No 

May use a representative 

facility sample for the inlet 

gas composition. 

Shall conduct facility-specific 

sampling of inlet gas 

composition. 
 

May use a representative 

facility sample for the 

gas composition. 

Is the representative 

facility upstream on the 

same pipeline from the 

actual facility? 

May assume 100% VOC 

for liquid components. 

Yes 

Shall use a 

facility-

specific 

sample for 

the 

composition. 

Fugitive 

Equipment 

Leaks 

Yes 

No 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Is representative 

facility upstream 

on the same 

pipeline? 

Does the actual facility meet 

the following criteria? 

 Oil throughput  

< 10 bbl/day. 

Yes No 

No Yes 

Shall use a facility-

specific sample for 

the liquid 

composition. 

May use a representative facility sample 

for the liquid composition based on the 

preceding criteria. 

May use representative facility 

sample for the liquid composition 

without any required criteria. 

May use representative facility 

sample for the liquid composition 

with defensible written justification. 

Actual 

Throughput 

Potential 

Throughput 



Natural Gas Processing Plant* 

 
*case-by-case determinations may be requested for samples not meeting the criteria listed. 

Pre-Construction/ 

Pre-Modification? 

No 

Yes 

Amine 

Unit 

Glycol 

Dehydrator 

Hydrocarbon 

Storage 

Tanks 

May use a representative 

facility sample for the inlet 

gas composition and H2S. 

Gas Plant Equipment 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Shall use a facility-specific 

sample for the inlet gas 

composition and H2S. 
 

Pre-Construction/ 
Pre-Modification? 

May use a representative 

facility sample for the inlet 

gas composition. 

Shall conduct facility-specific 

sampling of inlet gas 

composition. 
 

May use a representative 

facility sample for the 

gas composition. 

May assume 100% VOC 

for liquid components. 

Shall use a facility-

specific sample for the 

composition. 

Fugitive 

Equipment 

Leaks 

Yes 

No 

Pre-Construction/ 
Pre-Modification? 

No 

Yes 

Are any of the following 

exceeded? 

 80 TPY VOC at true minor 

and synthetic minor 

facilities, facility-wide 

emissions, where storage 

tank and loading emissions 

are > 50% of facility-wide 

emissions. 

 200 TPY VOC at major 

facilities, facility-wide. 

 8 TPY single HAP or 20 

TPY total HAP, excluding 

engine HAPs. 

No Yes 

Shall use a facility-

specific sample for the 

liquid composition. 

May use 

representative 

facility sample 

for the liquid 

composition 

without any 

required 

criteria. 

Are any of the following 

conditions met? 

 The condensate is treated 

in a condensate stabilizer 

prior to entering the 

storage tanks. 

 Tank emissions are 

reduced by greater than 

95% with a VRU and/or 

combustion device. 

Yes No 


